
CLASSIC 
TRANSLUCENTS
ENVIRO STAIN

___________________________________________________________________________________________ 
DESCRIPTION A penetrating, aqueous, UV resistant, low VOC, natural oil stain for 

exterior wood surfaces. Classic Translucents are semi-transparent tones 
that reward the eye. For older, more porous wood, Classic Translucents 
stains are available in higher solid formulas: referred to as Plus or 
Double Plus. Classic Translucents is part of a three coat system of which 
Classic Clear UV is the final coat.  

APPLICATIONS Recommended for use on new and old exterior wood surfaces such  
as siding, logs, board & batten, timbers etc. as well as for interior use. 
Available in the full spectrum of the Sansin Classic Translucents color  
system and in specified architectural custom colors. 

CHARACTERISTICS  
Appearance..................................................... Semi-Transparent 
Coloring.....................................................Standard and Custom 
Odor......................................................................................Low 
Form ................................................................................. Liquid 
Specific Gravity............................................................1.00-1.04 
Density .............................................................................8.3-8.6 
pH, ( approx.. ) ....................................................................8-8.5 
Viscosity, Brookfield #1, 60RPM, 20 C (68ºF)........... 10-15cPs 
Solvents ................................................................................Low 
Freezing Point ...........................................................-1ºC (31ºF) 
Diluent ............................................................................... Water 
Cleanup................................................................. Soap & Water 
Drying Time ( To touch ) @ 20ºC (68ºF) ................... 4-6 Hours 
Drying Time( Between applications ) @20ºC (38ºF) ... 24 hours 
Coverage Pending to Penetration ................100-200 sqft/ USgal 
Longer drying time needed in high humidity or low temperature 
Keep from freezing 

PRODUCT BENEFITS  
Environmentally Sound 
Low VOC 
Molecularly Compatible, creating a monolithic bond with the wood 
Deep wood penetration 
Reduces warping, shrinking, checking; Dimensional Stabilization 
Protects from within 
Breathing




